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Materials Science

FlexSEM 5.00kV X1.00k SE
Accelerating voltage: 5.0 kV,

Accelerating voltage: 5.0 kV,
Magpnification: 1,000x Magnification: 10,000x
Specimen: solar cell Specimen: fracture surface of metal
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FlexSEM 5.00kV X30.0k SE

Accelerating voltage: 5.0 kV, Accelerating voltage: 1.0 kV,
Magpnification: 30,000x Magnification: 10,000x

Specimen: hydrogen storage alloy Specimen: nanofiber

Sample courtesy of Nafias corporation
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Accelerating voltage: 5.0 kV,
Magnification: 500x
Specimen: kidney section of a mouse (resin-embedded)

Accelerating voltage: 3.0 kV,
Magnification: 150x
Specimen: Peyer's patch of small intestine

Samples courtesy of associate professor Daisuke Koga, Department of Microscopic Anatomy and Cell Biology, Asahikawa Medical College.

Semiconductors

FlexSEM 5.00kV x! < BSE-COMP 30Pa

FlexSEM 15.0kV X500 UVD 60Pa

Accelerating voltage: 5.0 kV,
Magpnification: 5,000x (lon milling used)
Specimen: Au bonding

Accelerating voltage: 15.0 kV,
Magnification: 500x(UVD used)
Specimen: wire bonding
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